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PhotoEuro® Firmware Upgrade

Listed below you can find the instruction to upgrade the firmware of your PhotoEuro®.

Before starting the following procedure read all the PhotoEuro® Firmware Upgrade.pdf
document and be sure that your PhotoEuro® is properly connected to the PC.

Section A) Preliminary operation

Section B) Connection of the PhotoEuro® to the PC
Section C) Settings of Hyper Terminal software
Section D) Upgrading sequence

A) Preliminary operation

1) Save the upgraded firmware file in a folder on your PC

2) Get the Power Supply (fig. A.1) and the Ph3-PC Cable (fig. A.2) provided with the
PhotoEuro® device.

Fig. A.2: Power Supply Fig. A..3: Ph3-PC Cable

WARNING

To connect PhotoEuro® to the PC, only use Ph3-PC Cable provided by Photovox.

PhotoEuro® use a Serial Communication Protocol, NOT a USB Communication

Protocol

» if your PC is provided with COM port (fig. A.3), no other devices are needed.

» if your PC is NOT provided with COM port, but with USB port (fig. A.3) a Serial-
to-USB adapter is needed.
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Fig. A.3: COM port and USB port of PC
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B) Connection of the PhotoEuro® to the PC

1) Remove the cover of the PhotoEuro® connector (fig. B.1)

Fig. B.1: PhotoEuro® connector cover

2) Insert the miniusb-b connector of the Ph3-PC Cable into the PhotoEuro® connector
(fig. B.2)

Fig. B.2: Insertion of the cable in the PhotoEuro®

If you use the COM port of the PC:
3a) Insert the DB-9 female connector of the Ph3-PC Cable into the COM port of the
PC (fig. B.3)

If you use the USB port of the PC:

3b) Insert the DB-9 female connector of the Ph3-PC Cable into the DB-9 male
connector of the Serial-to-USB adapter (fig. B.4) and connect the adapter to the
USB port of the PC (fig. B.5)

Fig. B.3: Insertion of Ph3-PC Cable  Fig. B.4: Insertion of Ph3-PC Cable  Fig. B.5: Connection of
into COM port of PC into Serial-to-USB adapter Serial-to-USB adapter to
USB port of PC
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C) Settings of Hyper Terminal software

1) Launch the Hyper Terminal Software (fig. C.1)

IiiStart J m @ L.“’;j ) “ PhotoeuroS Firmware Up. .. |

Fig. C.1: Hyper Terminal Software; path: Program/Utilities/Communication

ﬁ E Pragrammi b lE ACCessor IE Comunicazioni L QB Connessione guidata Internet
= Microsoft Excel @ Swago P @@ Connessione telefonica
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% I — . Microsoft Word @ Blocco note: A3 MetMeeting
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a @ Trova » @ PhotoEuro3 L4 [::‘ ‘WordPad @ HyperTerminal
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; Chiudi sessione. ..
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2) If first time you connect the PhotoEuro® to the PC for upgrading, create a new

connection (i.e. Ph3 Upgrade) (fig. C.2)

NB

pass directly to Upgrading sequence (SECTION D).

If you previously saved a connection for PhotoEuro® upgrading, you can open it and

3) Select the port of the PC where you connect the PhotoEuro® (fig. C.3): COM1 or

COM2, depending on the socket;

% Muova connessione -:E:-. 73 Ph3 Upgrade
|mmettere un nome e scegliers un'icona per la connessione: Immettere | dettagh per il numero telefonico da compone:
Mame:
IF'h3 Uparade Paese; Ilralla (39 j
|cona: Indicativo localita; |
E}‘H Murmera di telefono I
Cannetti: I COk1 ﬂ
COmM2
O TCP/P [winsack]
. . 1

Fig. C.2: Create a new connection

4) Set the communication parameters of the port as shown is figure C.4

Fig. C.3: Select communication port

5) Select Properties from File menu (fig. C.5): a Properties windows will appear

6) Set the setting panel as shown in figure C.6

7) Select ASCII setting in the setting panel and configure as shown in figure C.7

3
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Impostazioni della porta |

Bit per seronda: | 32400 =]
Bit di dati: |2 =]

Parita: |Nessuno =]

Bit i stop: |1 |
Cantroll di flusso: [T ER A ~ |

Ripriztina |

Annulla |

o ]

Fig. C.4: Communication parameters:

Applica |

Proprieta - Ph3 Upgrade Er

Conhettia  Impostazion |

— | tasti funzione, di direzione e le combinazioni con CTRL agizcono come —

& Tastiterminale € TagtiwWindows

21X
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“#Ph3 Upgrade - HyperTerminal

File Modifica “isualizza Chiama Trasferimento

Fi

MNuova connessione
APk,

|

Salva
Salva con nome. .,

Imposta pagina. ..
Skampa. ..

Proprieta

Esci Alb+F

Fig. C.5: Select properties from File menu

Impostazioni ASCII 3

i~ Il tazto BACKSPACE trasmette

2 x|

— Trasmissione ASCI

[~ Aggiungi avanzamento riga ad ogni rtomo a capo inviato

¥ CTRL+H = CANC " LCTRL+H , zpazio, CTAL+H
Emulazione:
|.-’-\NSI LI Imposta terminale. .. |

ID del terminale Telnet: IANSI

Buffer per scormimento

allindietra: IEDD

#

[ Emetti segnale acustico alla connessione o dizconnessione

Corwerti input.... | Impostazioni A5 CI... |

I™ Ecodsicaratteri digitati localmentes

Intervallo riga:IEEID millizecond
Intervallo carattere: |D rmillizecondi

- Ricezione A5CI

™ Aggiungi avanzamento figa ad ogni ritamo a capo ricesvuto
[~ Codifica forzata dati in ricezione in A5C1 a 7 bit

¥ & zapo automatico

Annulla

o]

| 1] 8 I Anrlla

Fig. C.6: Settings of Properties windows:

WARNING

Fig. C.7: ASCII Settings:

If upgrading sequence is started with Hyper Terminal setting different from above,
the correct upgrade of the PhotoEuro® is not guaranteed.
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D) Upgrading sequence

1) Connect the Power Supply to the PhotoEuro® (fig. D.1)

’\

Fig. D.1: Power Supply connection

2) Push button “+” and “=" on the PhotoEuro® at the same time (fig. D.2), to activate
the serial communication: a port active symbol will appear o the display (fig. D.3)

Fig. D.2: Press button “+" and “=" Fig. D.3: Port Active symbol

3) Hyper Terminal software must be on and set as described in SECTION C; type v and
RETURN on the keyboard: the version of your PhotoEuro® firmware will be shown in
the Hyper Terminal windows (fig. D.4)

NB

In the Hyper Terminal windows will be just shown messages sent by PhotoEuro®;
command typed on the keyboard are not shown.

*g Ph3 Upgrade - HyperTerminal = I EII_EI
File Modifica Wisuslizza Chiama  Trasferimento ¢

PHOTOVOX s.r.1.
PhotoEuro 3.8
Vers F 1.11
@8/05/2087

SH:

Currency 1 EUR

Fig.D.4: Type “v" and RETURN on the keyboard,; PhotoEuro® firmware version will be shown

5
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4) Remove the power supply from PhotoEuro® and replace it again (fig. D.5)

Fig. D.5: Removing and replacement of the Power Supply connector

5) Within 5 second type character b on the keyboard many times, until a message is
shown in the Hyper Terminal windows (fig. D.6 in red)

6) Within 5 second type character y to confirm the upgrading procedure; a message is
shown in the Hyper Terminal windows (fig. D.6 in blue)

& Ph3 Upgrade - HyperTerminal e |EI|1[
File Modifica Visualizza Chiama Trasferimento 7

PHOTOVOX s.r.1.

PhotoEuro 3.0

Vers FWW 1.11

23(05/2@@? Message shown after b typing
Cuérency 1 EUR

BootlLoader — PHOTOVOX s.r.1. Version 1.10
Download firmware? (Y/[N1)
heady to receive.|

- ® Message shown after y typing

Fig. D.6: Messages shown after typing character b (in red) and y (in blue)

7) Select Send text file in the Transfer menu of Hyper Terminal software (fig. D.7): a
selection window will appear

& Ph3 Upgrade - HyperTerminal o ;IEI_EI
File Modifica Wisualizza Chiama | Trasferimento 7

Dle| 58] ofi] g -
Ricevi file. ..

Acquisisci testa, ., ;I

PHUTUUUH R ]. . Invia file di testo, .

PhotoEuro 3.8 —

Uers FH 1 . 11 Acquisisci su stampante

08/05/2007

SN

Currency 1 EUR

BootLoader — PHOTOVOX s.r.1. Version 1.10
Download firmware? (Y/[NI)
Ready to receive.

Fig. D.7: Select Send text file from Transfer menu
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8) Select all files in the selection windows (fig. D.8 in red) and select the upgraded
firmware file to download from the folder created in SECTION A (FIG. D.8 in blue)

Inviafileditesto 0 2] x|
x| & E ek E-
Nome file: M_12_Fwd hex - Apri
NPT = |
Tipa file: Tuttii file [=.%) j Annulla /l
e

Fig. D.8: Selection windows; select all files (in red) and the new firmware from
correct folder (in blue)

Download of upgraded firmware will start; during the download the red&green led will blink
and writing operation will be shown in the Hyper Terminal windows (fig. D.9)

& Ph3 Upgrade - HyperTerminal ;Iglil

File Modifica Visudlizza Chiama  Trasferimento 7

PHOTOYOX s.r.1.
PhotoEuro 3.0
Vers FW 1.11
a8/05/2007

SH:

Currency 1 EUR

BootlLoader — PHOTOVOX s.r.1. VYersion 1.18
Download firmware? (Y/IN1)

Ready to receive.

Id: 60800008 :

1d:00000400:

1d:60008300:

Id:B0B0BCHA:

Id: 00001000

v

E|

Fig. D.9: Messages shown during writing operation

WARNING

Do not turn off the PC or the Hyper Terminal software or disconnect cable during
writing operation. Interruption of download may damage irreversibly the PhotoEuro®.
It is preferable not to use the PC for other activities during download.
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At the end of the download a message will be shown:

» CRC OK if firmware upgraded;

» CRC FAIL if not upgraded; check the Hyper Terminal settings (SeEcTioN C) and start
Upgrade procedure again (SECTION D)

9) Push button “+” and “=" on the PhotoEuro® at the same time (fig. D.2), to activate
the serial communication again: a port active symbol will appear o the display (fig.
D.3)

10)Type “v* and RETURN on the keyboard: the new version of your PhotoEuro®
firmware will be shown in the Hyper Terminal windows (fig. D.10)

#&Ph3 Upgrade - HyperTerminal ol S

File Modifica Wisualizza Chiama Trasferimento 7

ol sl3] =] @l

Id: 000805400
Id: 00005800
Id:000805C00
Id: 00006000
Id: 00006400
Id: 00006800
Id:000806C00
Id: 00007000
Id: 00007400
Id: 000807800
Id:00007C00
Id: 00003000
Id: 00003400
Id: 000083800
Id:000803C00
End of download
CRC OK
PHOTOVORX s.r.1.
PhotoEuro 3.0
Vers FW 1.12
05/06/2007

SH:

Currency 1 EUR

[Connesso a0.13.44 |amsT [adoosn-1  [SCORR  [MAILSC  Juum  [Acouisisc Eca stampante

&

Fig. D.10: Control of the upgraded version at the end of download



